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Displays in the POS-Line large series are available in screen diagonal sizes 31.5,
42", 46", 54.6" and 64.5". These models are extensively configurable, and there is a
variety of controller types to choose from. The version supplied with an integrated
Core-iPC has a removable PC-Box. If needed, for example for servicing purposes, the
complete PC can be exchanged without having to take the monitor down from the
wall.

>

e Display for build-in, wall and ceiling e Video-Controller or integrated PCs / o

e (Optional with bezel e Removable PC Box for Core-i CPUs A@Eé"é&%

e High quality LCD panels with LED e Portrait or landscape ﬁﬁ%%zg‘é?
backlight e VESA

e (ptional with safety glass e Robust metal chassis

Panel and housing POS-Line 64.5"
Panel Diagonal [mm] / [Inch] 1638.3/ 64.53"
Type Open -frame monitor (various bezels, true-flat glass and
touch solutions are available under options) qD

Resolution [Pixel) 1920 x 1080 FHD A4
Luminance (center) [cd/m2] 700 .
Viewing angle [°] 178h /178 v .
Backlight LED POS-Line industyig)
Active area (H/V) [mm] 1428.48 x 803.52
Number of colors M] 1073.7 (PME)

16.7 (1 Atom, 1Q Core-i) Open frame monitor with bezel
Contrast ratio 4000:1
Response time (on/off) [ms] 6.5
Pixel class IS0 9241-307 (pixel error class 1)
Life time back light [h] 50.000
Mounting [mm] VESA MIS-F 600 x 400 (M8)
Storage temperature [°C]/ [°F] -20~60/-4~140
Operating temperature [°C]/[°F 0~40/32~104
Operating humidity [%] 10 ~ 90 (non condensing)
Panel orientation Landscape and Portrait
Location of connectors Landscape: bottom

Portrait: left (front view)
Location of OSD buttons Landscape: bottom

Portrait: left (front view)
Housing Coated sheet steel, black RAL 9005
Power supply V] AC 100 - 240/ 50-60 Hz
Conformity CE, FCC Class A, EU-RoHS
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VGA, HDMI, DisplayPort

DS-91-707

1 xVGA, 1 x HDMI, 1 x DisplayPort, 1 x Audio Line-Out,
1 x USB-Remote

[Watt] 230
[kg/ Ib] 55.0/ 121.25
) inch] 1518 x 888 x 110
59.76 x 34.96 x 4.33

o o o’ o O

DisplayPort HDMI VGA USBin Audio out

"o

DS-91-935
2xLAN, 1xUSB3.0,3xUSB 2.0, 1 x HDMI, 1 x VGA,
1 xRS232

CPU: Intel® Atom E3845 (1.9 GHz),
Graphic: Intel®Valleyview SoC integrated Graphics
RAM: 4 GB DDR3L, Storage: min. 120 GB mSATA

No
[Watt] 195
[ka/ Ib] 56.0/ 123.46
(mm/ inch] 1518 x 888 x 110
59.76 x 34.96 x 4.33
rightness RS 232 USB20 HDMI 2xLAN

USB 2.0

[Je

USB 2.0

[le
[

ontrol H “ =
00000
_p e @m]k@

USB 3.0




®

Data Display Group — POS-Line monitor 64.53 inch - March 2017

Page 4

PC Intel® Core-i

inside’

DS-91-718 DS-91-719

i3 i5

VGA, DVI, 2x RS232, 2x Ethernet RJ45, 4x USB 2.0,

4x USB 3.0, 3x Audio Jack 3,5mm,
2x PS2 for Mouse and Keyboard

CPU: Intel® Core-i3-(2.4
GHz), Grafik Intel® HD
4000, RAM: 4GB DDR 3
Storage: 120 GB SSD

CPU: Intel® Core-i5 (3.2
GHz), Grafik Intel® HD
4000, RAM: 4GB DDR 3
Storage: 120 GB SSD

Fanless operation

[Watt] 250
[kg/ Ib] 58.0/ 127.87
) inch] 1518 x 888 x 110
59.76 x 34.96 x 4.33

RS232

RS232

4xUSB20 PS/2 KB

= @ O

12-24V
DC Input

Bezel/ Glass*

POS-Line 64.5” 1Q Core-i

Options

DATA DISPLAY GRouP

DS-91-725 DS-91-726
Front bezel Safety glass
Steel, powdered, black Safety glass TSG, 5 mm

RAL 9005 anti glare

Safety glass Front bezel

[kg/ Ib] 1.9/4.19 16.0/ 35.27

(mm/ inch] 1524 x 894 x 112 1518 x 888 x 119
60.0x 35.20 x 4.41 59.76 x 34.96 x 4.68

[mm/ inch] 1524 x 894 x 120
60.0x 35.20 x 4.72

*Cover glass will reduce monitor brightness.

Front bezel is a metal bezel for the open
frame chassis and VESA mount.

Safety glass is an accessory for the open
frame chassis. It covers and protects the
TFT-panel.
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External PC

Accessories
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Optional removable PC box with Intel Core-i3/5
CPU. The PC box can be removed without taking the
display down from the wall.

DS-91-930
PC-Box 1Q Atom

PC Module for external mounting

2xLAN, 1xUSB3.0,3xUSB 2.0, 1 x HDMI, 1 x VGA, 1 x RS232

CPU: Intel® Atom E3845 (1.9 GHz),
Graphic: Intel®Valleyview SoC integrated Graphics
RAM: 8 GB DDR3L, Storage: min. 120 GB mSATA

Video PME
No
1.7/ 375
240 x 260 x 50/ 9.45 x 10.24 x 1.97

DS-91-945 for operate the PC box as stand alone device without
display for maintenance, 12V/ 60 W

DS-91-426 DS-427
PC-Box i3 PC-Box ib
PC Module for external mounting
VGA, DVI, 2x RS232, 2x Ethernet RJ45, 4x USB 2.0, 4x USB 3.0, 3x Audio
Jack 3,5mm, 2x PS2 for Mouse and Keyboard
CPU: Intel® Core-i3-(2.4 GHz), CPU: Intel® Core-i5 (3.2 GHz), Grafik
Grafik Intel® HD 4000, RAM: 4GB | Intel® HD 4000, RAM: 4GB DDR 3,
DDR 3, Storage: 120 GB SSD Storage: 120 GB SSD
Video PME
Fanless operation
4.8/10.58
344 x 260 x 72/ 13.54 x 10.24 x 2.83
DS-30-690 for operate the PC box as stand alone device without display
for maintenance, 24V/ 120 W

Electronic

DS-91-905
WLAN
WLAN modul with antenna

Intel® Centrino Wireless N2230
IEEE WLAN Standard: 802.11b/g/n up to 300 Mbps/ 2.4 GHz; Safety:
WPA (TKIP)/ WPA2 (AES-CCMP)

with all front options

1Q Atom, 1Q Core-i

Optional removable PC box with Intel Atom CPU.
The PC box can be removed without taking the
display down from the wall.
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Mounts and Covers Accessories

Wall mount DS-91-101 | Titling wall mount for all displays from 46" up to 64.5"

Installed on top of the display, dust shield prevents li-
Protective cover DS-91-914 | quid or falling dust from penetrating the electronic part
of the monitor via the upper air vents

Operating systems, Software

Windows 7 embedded 32 bit DE DS-60-645 | Operation system

Windows 7 embedded 32 bit EN DS-60-650 | Operation system

Windows 7 FES 64 bit DE 0560725 | Operati Various accessories are available for POS-

indows it -b0- peration system Line monitors.
Windows 7 FES 64 bit EN DS-60-781 | Operation system
Windows 8.1embedded 64 bit DE DS-60-764 | Operation system Al mOﬂITC')I’.S ean be customized according to
your specific requirements.

Windows 10 Pro. 64 hit DE DS-60-811 | Operation system

Windows 10 Pro. 64 bit EN DS-60-810 | Operation system Please contact our sales team if you are in-
- terested in product modifications or custom

WEBPOStER DS-60-787 | WEBPOStER embedded Linux designs.

Data Display Group

DATA Display Group is represented through its own subsidiaries in Germany, the USA and
England. Please address all enquiries to the office nearest to you. For sales or service matters
we will either handle your enquiry directly, or invite you to contact one of our business part-
ners in your area for assistance.

Distec GmbH Distec GmbH
Augsburger Str. 2b Am Kiinkelhof 4
82110 Germering 99820 Horselberg-Hainich
All figures are typical values. The real values
o _+49 89 894_353‘0 +49369207162-0 of the panel may vary. The optical characteri-
#7  info@datadisplay-group.de stics are determined after the panel has been
@  www.datadisplay-group.de ,ON" for approximately 30 minutes at an am-
bient temperature of 25° C (77° F).
Display Technology Ltd. Apollo Display Technologies, Corp. o S ]
5 The Oaks Business Village 87 Raynor Avenue, Unit 1 Life time of the backlight is defined as the
Revenge Road, Lordswood Ronkonkoma, NY 11779 gglf t‘; .'E[ake _Uf‘t'llthel brightness reduces to
6 of its original value.
Chatham, Kent, ME5 8LF B +1631 5804360 Y
a +44 1634 672755 =7 info@apollodisplays.com Copyright 2017 Data Display Group. Infor-
£=7 info@displaytechnology.co.uk ® www.apollodisplays.com mation in the document is subject to change

@ www.displaytechnology.co.uk without prior notice.




